
Color Filters:  , , , , Red Blue Green Yellow Amber

Low voltage cable:  30’, 60’, 100’

Lamps:  Narrow, Medium, Wide beam spreads. 

Remote Transformer and Timer:

 50watt, 75watt, 100watt, or 220watt

R
e

d

G
re

en
Bl
ue

Ye
llo

w

Li
g
ht

 B
lu
e

A
m

ber

R
e

d

G
re

en
Bl
ue

Ye
llo

w

Li
g
ht

 B
lu
e

P
e

a
c
h

A
m

ber

Established 1983

M
a

n
u

fa
c
tu

rin
g

 

 Engineering

Office: 3549 East Reichert Drive, Crete, Illinois  60417
Phone: (708)672-0808, Fax: (708)672-4323
Factory: 990 Richard Road, Dyer, Indiana 46311
Phone: (219)322-8800, Fax: (219)322-8831
E-Mail: RazLight@AOL.COM
Web: RazLight.com

Add a splash 
of color to 
the exterior 
of a house 
or building.

Mounted 
in a tree, 
color 
can
be 
added to 
specific 
areas.

Add color to 
a fountain or 
statue for
an elegant 
effect.

Accent a 
tree with 
a splash 
of color 
projected 
from
the 
ground.

Our Tree-Lites create beautiful 
splashes of colors on trees, exterior 
walls, statues, or fountains.  A 
selection of Dichroic color filters are 
mounted in the fixture to produce high 
quality illumination. 

Color Washing Light Fixture

Dichroic  color 
filter changer

Lamp Type and Characteristics

12vac power cable

6 ft.
 Power Cord

Underg round low  
voltage cabling  

Remote Transformer

120vac input
6 ft. Power Cord

120vac input

Built-in Transformer

1" x 12" long  Stake

4.5"

14"

 Lock Knob

85fc

Lamp Life: 3500 Hours

RAZEYF
12V/75W

RAZEYJ
12V/75W

RAZEYC
12V/75W

RAZFXN
12V/50W

RAZBAB
12V/20W

RAZFRB
12V/35W

RAZFRA
12V/35W

RAZESX
12V/20W

RAZEXT
12V/50W

RAZEXZ
12V/50W

RAZEXK
12V/50W

RAZFMW
12V/35W

PermanentPermanent TreeLiterTreeLiter

TreeLiterTreeLiter

PortablePortable TreeLiterTreeLiter

9 ft

1.5 ft

7.5 ft

3 ft

4.5 ft

6 ft

Lamp Number

fc=foot candles

Voltage/watts

120 fc

500 fc 1560 fc

410 fc

/22.0

375 fc

102 fc 480 fc

110 fc

750 fc

170 fc

12 2432 3814

175 fc

390 fc

12 36 8 36 38 24 38

1420 fc

140 fc

130 fc

525 fc

450 fc

2000 fc

1500 fc

130 fc

650 fc

160 fc

1800 fc

1200 fc

420 fc

125 fc

/14.6

/26.4

/36.7/23.4

/13.4

/42.2

/44.0

/27.5

/44.0

/33.0

/44.0
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